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An electric voltage pulse duration of about 2 ms with an amplitude of up to 0.6 V was generated
during the reaction between nickel and aluminum powders by a high temperature moving reaction
front. The electrical signal formed during the initial stages of the combustion was annihilated before
the moving front attained its maximum temperature. The voltage amplitude and combustion
temperature depended on the particle size of the reactants as well as the Al to Ni ratio in the reactant
mixture, and their largest values were attained for a mixture containing 27–31.5 wt % Al. The
combustion temperature increased when smaller Al particles were used. The electric signals
annihilated either due to the growth of the initially formed product layer and/or as a result of the
formation of a molten Al matrix as the reaction propagated. Oscillatory signals formed during
unstable combustion in which the reaction front was perturbed. Unipolar and nonoscillating signals
formed when the combustion front was planar. We conjecture that the electric field was generated
by the different diffusion rates of charge carriers through a reaction generated thin exterior
intermediate products shell of Al3Ni/Al3Ni2. © 2006 American Institute of Physics.
DOI: 10.1063/1.2188028
INTRODUCTION
Experimental and theoretical investigations revealed that
an electromagnetic field is generated during gas-solid com-
bustion of metals.1–10 Electrical and magnetic fields have
been detected during both oxidation1–5 and nitridation of
pure metal particles.6–8 Electrical fields of about 2 V and
100 mA formed during the initial stages of oxidation of
single metal particles of Zr, Ti, Fe, and Ni =0.8 mm.9
The different diffusion fluxes of positive and negative charge
carriers through a growing mixed ionic-electronic conduct-
ing shell of intermediate products were the main reason for
the generation of the electrical field.9,11
Many self-propagating high-temperature synthesis
SHS reactions involve solid-solid reactions. The mecha-
nism of self-sustaining high temperature solid-solid reactions
is much more intricate than that of gas-solid reactions. High
temperature solid-solid reactions on the other hand consist of
melting of one or more of the reactants and/or products, dis-
solution of reactants and/or intermediate phases, crystalliza-
tion and precipitation of the products from the liquid phase,
and evolution of the microstructure. Prediction of the solid-
solid reaction behavior is complicated as the reaction rate,
microstructure of the products, and combustion front veloc-
ity are highly affected by the reactant particle size.12,13 Ki-
netic models that predict the dependence of the reaction rate
on the temperature, feed composition, and particle size of the
reactants are not yet available for most solid-solid reactions.
The goal of this study was to determine if an electrical
field can form during some solid-solid reactions, and what its
characteristic features, such as magnitude and duration, are.
We selected as a test reaction the combustion synthesis of
NiAl from a mixture of Ni and Al powders due to its rela-
tively low combustion temperature which helps avoid melt-
ing of the Pt electrodes and thermocouples.14 Although the
combustion synthesis of NiAl is referred to as a solid-solid
combustion, it is a heterogeneous reaction. It involves melt-
ing of one reactant Al and proceeds both in the molten
phase and in the solid particles. After an initial period, the
reaction proceeds essentially in the liquid phase. While this
reaction has been extensively studied, no established mecha-
nism exists that accounts for the detailed kinetics involved in
the various reaction steps, the rate of dissolution of the two
reactants in each other before a continuous molten Al phase
forms, and the impact of the reactant particle size. This
missing information is needed to enable prediction of the
electric field formation and its characteristic features.
We studied the simultaneous evolution of the tempera-
ture and the electrical voltage during the combustion synthe-
sis of NiAl over a range of reactant mixture compositions
and particle size. We propose a possible mechanism for the
electric field formation. The dependence of the electric fields
on factors such as reactant mixture composition and reactant
particle size is discussed.
EXPERIMENTAL SETUP AND PROCEDURE
The reaction was conducted in a ceramic boat located
inside a bell-shaped, quartz reactor purged with argon
99.99%. The experimental setup, the top view of which is
shown schematically in Fig. 1, consists of a voltmeter, an
ammeter, and a thermocouple signal recorder. The tempera-
ture and electrical signals were measured by a data acquisi-
tion system Omega, Inc. and recorded on a PC. The electric
voltage was measured by a pair of Pt or W electrodes 
=0.125 mm located at a distance of about 2 mm from each
other and normal to the direction of the moving combustionaElectronic mail: dluss@uh.edu
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front. An S-type Pt/Pt–Rh =0.1 mm thermocouple
was used to measure the temperature during the reaction. The
electrodes and/or thermocouple were located at a depth of
2 mm below the surface of the sample. In one experiment the
electrodes and the thermocouple were located 1 mm above
the sample’s surface in order to detect any possible electrical
field in the gas phase. The impedance during the voltage and
current measurements were 0.25 M and 0.1 , respec-
tively. This arrangement of the thermocouple and the elec-
trodes, proposed in Ref. 15, enabled simultaneous measure-
ments of temperature and electric voltage/current in a plane
perpendicular to the moving combustion front. This setup
overcomes experimental problems associated with using
electrodes that are located at a certain distance along the
direction of the propagating combustion front, such as hav-
ing the electrodes exposed to different temperatures and dif-
ferent compositions. The shape and velocity of the combus-
tion front were followed by an IR digital video camera
Merlin Mid InSb infrared MWIR camera, Indigo Sys-
tems. The sample was placed in a ceramic boat similar to
that used during the electric field measurements. The boat
was placed inside a stainless steel cylindrical vessel with a
sapphire window. The vessel was purged by argon during the
combustion.
The green charge was a powder mixture of 20–50 wt %
Al 97.5% pure, Alfa Aesar Inc. and 50–80 wt % Ni 99.9%
pure, Alfa Aesar Inc.. Two different Al powders average
particle sizes of about 10 and 70 m and two Ni powders
about 10 and 70 m were used. The reactant powders were
mixed for 30 min in mixer/mill machine CertiPrep, Inc.,
using 1/4 in. 316 stainless balls. Approximately 10 g of the
loose sample was loaded into a 101080 mm3 ceramic
boat. The reactant mixture was ignited by an electrically
heated coil, the width of which was equal to that of the
ceramic boat in order to initiate a planar combustion front.
The electric current to the ignition coil was terminated im-
mediately after ignition to prevent electrical interference dur-
ing the measurements.
Quenching experiments were conducted in a cylindrical
copper block 72 mm in diameter and 62 mm in length. The
sample was placed in a cone inside the block. The diameter
of the base of the cone was 20 mm. The mass of the copper
block 2.5 kg was much larger than that of the samples
about 40 g, providing rapid heat removal from the sample
thermal conductivity of Cu is about 400 W/m K. The
block was located under a bell-shaped vessel which was first
vacuumed and then filled with argon. The sample was ignited
with an electrically heated coil at the base of the sample
cone. The combustion was extinguished at a critical position,
at which the heat losses prevented the front from propagating
any further.16
The phase composition of the products was determined
by x-ray diffraction XRD Siemens D5000; Cu K radia-
tion source. The microstructure of the product was analyzed
using scanning electron microscopy SEM Jeol, Inc..
EXPERIMENTAL RESULTS
The temporal electric voltage, current, and temperature
in a moving temperature front were simultaneously measured
during the solid-solid combustion synthesis,
xAl + Ni→ NiAlx, 1
where x is the stoichiometric coefficient of Al. The moving
combustion front was not planar and its velocity was not
constant when the reactant mixture consisted of Ni and Al
powders with an average particle size of about 70 m. The
corresponding electric voltage oscillated and was not repro-
ducible. The combustion temperature exceeded 2000 °C
when the green mixture consisted of Ni and Al powders with
an average particle size of about 10 m. This high tempera-
ture caused partial melting of the thermocouples so that pre-
cise temperature measurements were not feasible. The corre-
sponding velocity of the moving combustion front was
relatively high 3–4 cm/s, and the electrical signal duration
was very short, of the order of 1 ms. This short duration was
the lowest detection limit of our measurement equipment.
Thus, reproducible data could not be obtained using these
powders.
Successful measurements of the electric voltage and
temperature were possible when the average particle size of
one reactant power was significantly larger than that of the
second, i.e., using mixtures of 70 m Al and 10 m Ni par-
ticles, or of 10 m Al and 70 m Ni particles. Figure 2
shows the temporal electric voltage and temperature gener-
ated by a planar combustion front of a mixture containing
25 wt % Al/75 wt % Ni for the two mixtures with the dif-
ferent particle size distributions. In both cases the electric
signal was generated and annihilated before the maximum
combustion temperature was achieved. The duration of the
electric signal order of ms was much shorter than that of
the temperature rise order of seconds. The maximum volt-
age for a mixture of 70 m Al and 10 m Ni particles was
about 0.5 V Fig. 2a and it lasted for about 10 ms. It was
FIG. 1. Schematic of the experimental setup.
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generated at a temperature of about 900 °C, 0.1 s after the
beginning of the temperature rise and 0.1 s before the maxi-
mum combustion temperature of 1220 °C was attained. The
combustion front moved at a velocity of about 1.5 cm/s. The
maximum voltage for a mixture of 10 m Al and 70 m Ni
particles was about 0.3 V Fig. 2b and its duration was
25 ms. It was generated at a temperature of about 960 °C,
0.16 s after the beginning of the temperature rise and 0.5 s
before the maximum combustion temperature of 1360 °C
was attained. The combustion front moved at a velocity of
about 2 cm/s. The measured electrical current for both reac-
tant mixtures was about 50 mA. A negligible electrical volt-
age Fig. 3 was detected in the gas phase close to the sample
surface during the combustion of a mixture consisting of
31.5 wt % Al 10 m and 68.5 wt % Ni 70 m.
The particle size affected the range of the green charge
composition over which a stable combustion could be ob-
tained. The combustion could be initiated and sustained for a
reactant mixture consisting of 20–50 wt % Al with the Al
and Ni powders having average sizes of 70 and 10 m, re-
spectively. The combustion could be initiated and sustained
for a reactant mixture containing 25–35 wt % Al when the
average particle sizes of the Al and Ni powders were 10 and
70 m, respectively. The moving combustion front was pla-
nar and propagated at a constant velocity of 1–3 cm/s de-
pending on the green charge composition. The electric sig-
nals were unipolar. The moving combustion front and the
electric signals oscillated when the mixture composition was
close to that at which extinction occurred. It was rather dif-
ficult to sustain the combustion close to these limiting com-
positions.
The maximum electrical field and combustion tempera-
ture depended on the initial composition. For both mixtures
the maximum electric voltage and combustion temperature
were obtained for reactant mixtures containing
27–31.5 wt % Al Fig. 4. For the same reactant mixture
composition the combustion temperature obtained when fine
Al 10 m and coarse Ni 70 m powders were utilized
was higher than that for the mixture with coarse Al 70 m
and fine Ni 10 m. The qualitative dependence of the
maximum electric voltage on the composition of the reactant
mixture was similar for both mixtures.
FIG. 2. Simultaneous measurements of the combustion temperature and the
electric voltage. Reactant mixture: Al/Ni 25/75 wt %. Distance between Pt
electrodes is 2 mm. Average particle sizes of reactant powders: a Al,
70 m; Ni, 10 m; and b Al, 10 m, Ni, 70 m.
FIG. 3. Simultaneous measurements of the temperature and electric voltage
in the gas phase. Reactant mixture: Al 70 m of 31.5 wt % and Ni
10 m of 68.5 wt %. Distance between the electrodes is 2 mm. The elec-
trodes are located 2 mm above the sample surface.
FIG. 4. Effect of Al wt % in the reactant mixture on the maximum combus-
tion temperature and electrical voltage. a Al and Ni particle sizes: 70 and
10 m, respectively; b Al and Ni particle sizes: 10 and 70 m,
respectively.
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The temporal electrical voltage depended on the compo-
sition of the reactant mixture Fig. 5 while the duration of
the signals about 2 ms did not. A sequence of several elec-
trical pulses formed close to the extinction temperature case
d in Fig. 5. The shape and velocity of the moving com-
bustion front were determined by the IR camera for a mix-
ture of 50 wt % Al 70 m and 50 wt % Ni 10 m. Fig-
ure 6 shows that the oscillation of the electrical field Fig.
5d was related to the oscillations in the combustion front
movement. The average velocity of the combustion front was
1.5 cm/s.
A quenching front experiment was conducted to deter-
mine the temporal phase and composition changes by the
propagating reaction front for a mixture containing
31.5 wt % Al and 68.5 wt % Ni. The average particle sizes of
the Al and Ni powders were 70 and 10 m, respectively. The
microstructure and composition of the quenched cone prod-
ucts were determined by SEM analysis and XRD at several
horizontal cross sections. Figure 7a is a SEM image ob-
tained at the tip of the quenched cone. It shows an unreacted
Ni core surrounded by a layer of Ni-rich compounds as well
as unreacted Ni and Al particles. Molten Al/Al-rich phase
and thin layers of Ni–Al compounds were located at a dis-
tance of 8 mm from the tip of the quenched front Fig. 7b.
As the front velocity was about 3 cm/s, this transformation
took about 0.26 s. The XRD patterns obtained at several lo-
cations of the cone Fig. 8 showed that with increasing dis-
tance from the quenched tip the tip is the location at which
the combustion front extinguishes and the green mixture
consists of unreacted Ni and Al powders, the intensity of the
Ni and Al peaks decreased and eventually vanished while
Ni2Al3 and NiAl peaks appeared and their intensities in-
creased. Even though the reactant mixture was an equimolar
composition of NiAl the final product consisted of both NiAl
and Al3Ni2 as well as small amounts of unreacted Ni and Al.
DISCUSSION
A thermoemission from a homogeneous surface gener-
ates a current density Je that satisfies the Richardson-
Dushman relation17
FIG. 5. Effect of Al wt % in the reactant mixture on the generated electric
voltage. Al and Ni particle sizes: 70 and 10 m, respectively. a Al/Ni
20/80; b Al/Ni 25/75; c Al/Ni 40/60; d Al/Ni 50/50.
FIG. 6. Color online Temporal IR images of the sample surface during
combustion for a mixture of 50 wt % Al 70 m and 50 wt % Ni 10 m.
FIG. 7. The SEM images of the quenched front. Reactant mixture: Al/Ni
31.5/68.5 wt %. Al and Ni particle sizes: 70 and 10 m, respectively. a At
the tip of quenched cone; b at a distance of 8 mm from the tip.
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Je = 1 − k¯A0T2 exp− /KT , 2
where k¯ is the electron reflection coefficient, A0
=4mek2 /h3=1.204106 A m−2 K−2, and  is the solid
work function. The work functions of Ni, Al, and Pt are 5.15,
4.2, and 5.65 eV, respectively. The predicted value of Je at a
temperature of 1500 °C and at k¯=0 is about 2
10−3 A/cm2 for these materials. This value is much
smaller than the measured current density of about
1.6 A/cm2. The current density is calculated by dividing the
measured electrical current 50 mA by the surface area of
the electrodes 0.03 cm2. An electrical potential formed by
thermoelectric phenomenon also increases monotonically
with temperature. It is estimated to be of the order of
20–35 mV at 1500 °C for S-type thermocouples18 which is
smaller than the measured electric voltage during the com-
bustion by about two orders of magnitude. In all the experi-
ments a short electrical voltage pulse formed during the ini-
tial stages of the reaction Fig. 2. The annihilation of the
temporal voltage signal well before the temperature reached
its maximum suggests strongly that neither the high tempera-
ture electron thermal emission nor the thermoelectric phe-
nomenon were the dominant mechanism generating the elec-
trical signals. Also no electric signal was generated by the
thermoelectric phenomenon as can be seen in Fig. 3.
The detailed mechanism of the reaction between Ni and
Al during combustion synthesis is rather complex as it in-
volves melting of at least one of the reactants Al and pro-
ceeds both in the molten phase and the solid particles. After
an initial period, a transition occurs from a solid-phase reac-
tion to one in the liquid phase. Many investigations of the
mechanism of the combustion synthesis of NiAl have been
reported,12,18–23 using various experimental techniques such
as time-resolved x-ray diffraction TRXRD,21 layer wise
analysis of the microstructure of a quenched front,23 and
real-time electron microscopy.20 Yet, there is no established
model that predicts the dependence of the reaction rate on
the temperature, feed composition, and particle size. The
studies by Aleksandrov and Korchagin24 and Biswas and
Roy23 indicate that the reaction mechanism is a dissolution-
precipitation and only a partial conversion is achieved in the
combustion zone. The conversion of the solid reactants to
products is completed several seconds after the passage of
the high temperature moving front.
Previous studies suggest that during the SHS of a mix-
ture of coarse Ni and fine Al particles, heat conduction
caused partial melting of the Al. Dissolution of Al in the
exterior layer of the solid Ni particles caused formation of an
Al3Ni product shell at the surface of Ni particles.23 The re-
action mechanism is similar when Al particles larger than Ni
particles are utilized, except that the formation of the initial
product layer is due to the dissolution of Ni in the molten
Al.12 This product layer is clearly observed in the SEM im-
ages obtained at the quenched front Fig. 7a. A NiAl ma-
trix is formed next and the unreacted Ni is transformed to a
Ni Al–Al3Ni eutectic.
23 During the early stage of the reac-
tion the melting of the Al particles is not complete and the Ni
particles are not submerged in a continuous matrix of molten
Al. Eventually all the Al particles melt, forming a continuous
phase in which the Ni particles are submerged. The reaction
then proceeds mainly by dissolution and reaction of the Ni in
the molten Al-rich phase.12,23 Following the formation of
NiAl in the molten Al phase, it crystallizes and precipitates
from the saturated liquid.23
The electrical signal formed during the initial stage of
the combustion before a continuous matrix of molten Al ex-
isted between the two electrodes. During this initial period
only a fraction of the Al particles was molten and the Ni
particles were surrounded by a thin shell of Al3Ni and/or
Al3Ni2. The electrical signal formed rather shortly 
0.1–0.15 s, Fig. 2 after the temperature started to rise. This
short time span was probably not sufficient for the complete
melting of all Al particles, A comparison between the XRD
patterns and the SEM images of the quenched front, and the
delay time between the temperature rise and electric field
formation indicated that the electric fields were formed in a
region where the sample consisted of an unreacted Ni core
and a shell of intermediates, namely, Al3Ni and Al3Ni2. We
conjecture that the different diffusion rates of charge carriers
through this product shell generated a double charged layer
which caused the formation of the electrical pulse. Previous
studies of the reaction mechanism between Ni and Al Refs.
12, 20, and 23–26 suggested that Al and Ni diffuse through
the initial product shell as neutral atoms. Also, the ionization
energy of both Ni 718 kJ/mol and Al 567 kJ/mol are
higher than the heat of the reaction 50–60 kJ/mol between
them. Therefore, we conjecture that the charge carriers
FIG. 8. XRD pattern of the quenched front. Reactant mixture: 31.5 wt % Al
70 m /68.5 wt % Ni 10 m. Key:  Ni,  Al,  Al3Ni2, 
Al3Ni, and   NiAl.
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formed during the combustion synthesis of NiAl are elec-
trons and electron holes, generated via thermal ionization
e−+h+↔nil at the surface. The free electron density of Al
1.811023/cm3 is larger than that of Ni 1.11022/cm3
by an order of magnitude.27 This difference in electron con-
centration is the driving force of the electron migration
across the product layer which can generate a double charged
layer across the product shell.




DiT dtdTdT , 3
where Dl=3.59 exp−303 kJ/mol/RT cm2/s is the tempera-
ture dependent diffusion coefficient of the Ni in Ni3Al.25 In
our experiments dt /dT	1/2500 s /K. In the temperature
range of 800–1200 °C, the diffusion layer is of the order of
10−6 m. The characteristic scale of the electric field is the
Debye screening length Dl, the magnitude of which is cal-
culated by the relation
Dl = kT4e2 1N , 4
where k is the Boltzmann constant, T the temperature, e the
electron charge, and N the free electron density of the order
of 1022–1023 cm−3. The corresponding Debye screening
length is about 10−6–10−5 m. The maximum electrical poten-
tial is obtained when the thickness of the Debye screening
length exceeds that of the initial product shell ht of Al3Ni
and Al3Ni2. In that case a charge separation occurs across the
entire product layer. In our experiments as the thickness of
the product layer increases and exceeds that of the Debye
screening length hdDl the charge separation occurs only
across part of the product layer, resulting in a decrease and
eventually annihilation of the electrical signal. Another rea-
son for the voltage extinction is that after a certain time a
continuous molten Al phase forms. The electrical voltage
vanishes once all the solid Ni particles are submerged in the
molten Al-rich phases.
The combustion temperature depends on the Al to Ni
ratio in the reactant mixture. Its maximum value was attained
when the concentration of the reactant mixtures was close to
the stoichiometric concentration of NiAl, i.e., 31.5 wt % Al
Fig. 3. This finding agrees with the report by Nash and
Kleppa28 that the maximum formation enthalpy of Ni1−yAly

60 kJ/mol occurs at 0.48y0.5. This product is ob-
tained from a reactant mixture with 25–32 wt % of Al.
The dependence of the maximum electric voltage and
the maximum reaction temperature on the reactant composi-
tion was similar for both reactant powder mixtures Fig. 4.
A possible explanation is that increasing the temperatures
leads to a higher rate of generation of charge carriers at the
particle surface, which in turn increases the maximum value
of the electric voltage pulse.
For the same initial composition, the combustion tem-
perature was higher when mixtures with small Al particles
were utilized. The smaller Al particles melt faster than the
large ones and this led to a higher reaction rate and a larger
rate of heat release.13 Also smaller size particles store much
higher enthalpy per unit volume which accelerates the reac-
tion process as it facilitates the diffusion and the melting of
Al.
When reactant mixtures with Al to Ni ratios close to that
causing the extinction of the combustion front were used, the
unstable combustion front generated oscillatory electric sig-
nals. The IR images of the combustion front revealed that the
oscillations in the electrical signals Fig. 5, case d are
probably caused by perturbations in the moving combustion
front Fig. 6.
The XRD revealed that although the stoichiometric com-
position of the green charge corresponded to NiAl, the con-
version was not complete and the product consisted of both
NiAl and Al3Ni2. This may be due to usage of coarse par-
ticles in the green charge, which decreased the contact be-
tween the particles and increased the migration distance be-
tween the Ni and Al atoms. This decreased the reaction rate.
Consequently, small amounts of Al and Ni-rich liquid and
droplets remain in the sample and crystallize as Al–Al3Ni
eutectic and Al3Ni2 phases.
CONCLUSIONS
Transient electrical voltages of up to 0.6 V with dura-
tions of about 2 ms were generated during the initial period
of combustion synthesis of NiAl. The maximum voltage and
temperature depended on the particle size of the reactants as
well as the composition of the reactant mixture, and their
largest values were attained during the combustion of a mix-
ture containing 27–31.5 wt % Al. For the same reactant
composition the combustion temperature was higher when
smaller Al particles were used. Perturbations in the front
generated oscillatory electric signals. We conjecture that the
voltage pulse was formed due to the different diffusive ve-
locities of charge carriers across the product shell. We sug-
gest the charge carriers generated in the system to be elec-
trons and electron holes which migrate through the initially
formed product layer of Al3Ni/Al3Ni2 with different diffu-
sive velocities, forming a double charged layer across each
particle. The annihilation of the signals is caused either by
the growth of the initially formed product layer and its thick-
ness exceeding that of the Debye screening length, or by
formation of a continuous matrix of molten Al as the reaction
proceeds.
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